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A. Instali 6’ x 30’

. Instail 1" galvan

. Use oxisting span

B. Use existing handhole.

C. Use existing conduit.

. Use existing cabinet and controiler.

EXISTING SIGNS
18,19,22 23 |7 |6
\ & Laurel-Bowie 1P Laurel-Bowie "B
D3-2 03-7
ONLY
R3-5L R3-6L
30" x 36" 30" x 36’ 20 15
ST )
Irving p <4 Irving ST
03-2 D3-2
?la, 2Ib, 24q, 24b
NOTE Ft. Meade Rd.
MD 198 IS ASSUMED TD RUN
IN AN EAST-WEST DIRECTION D3-7

(DUAL FACED)
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CONSTRUCTION DETAILS

loop detector encased in !4’ flexible tubing quadrupole type (3-6-3).

ized steel electrical conduit {detector wire sleeve).

wire.

EXISTING SIGNALS

NEMA PHASING

1,2,5,6 9,10,12,13 3,4,7,8,11,14 @l g2 G3 a4

2"

FLASHING

OPERATION
PHASING NOTES:
BGE () PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY
ELECTRIC 2.) PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY
TRANSFORMER
NOTE:
THERE IS {I) ONE HANDHOLE WITHIN
[:] e THIS BREAX 216’ FROM THE P.i., 1.5/
| FROM THE ROAD EDGE.
RIGHT OF WAY LINE i
& BGE
39792

D
E
F. Use existing strain pole.
G
H

. Existing overhead electrical

service to be maintained by BGE.

GEOMETRIC LEGEND
PROPOSED
EXISTNG ——————-

LEGEND OF UNDERGROUND
AND OVERHEAD UTILITIES

AERIAL CABLE A A
ELECTRIC E E
TELEPHONE T T
GAS [ [
SEWER 5 s
WATER v L]
CABLE TV T v

EXISTING 1/C

A4 TO MORRIS DR./

HECHINGERS DR.
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EXISTING 1/C
= TO BROCK
BRIDGE RD.
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1. The loop detectors and conduit are to be installed prior to the
instal lation of the pavement markings.

2. All underground utilities showm on these plans are schematic
only and may not be complete. The contractor shall be responsible
for notifying “MISS UTILITY” prior to construction so that all
utilities may be located in the field. If the contractor perceives ),
that a conflict between the utilities and the traffic signal will —~
occur. the contractor shall notify the project engineer I
immediately so that the conflict may be resoclved. B

®
STREET TRAFFIC STUDIES, LTD.
400 Crafn Hwy. NW.
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3. All proposed pavement markings are to be installed in
accordance with SHA standards by others.
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DETECTOR REPLACEMENT DUE TO ROAD
RESURF ACING
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